
PLIERS, SNIPS & CUTTERS
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Part 
No.

Overall
Length Type

Tip
Angle

Tip
Sizes

Bore
Dia.

B106I 51⁄2” Internal Straight .038”  .375 - 1.023”

B126I 51⁄2” Internal 45° .038”  .750 - 1.375”

B108I 61⁄2” Internal Straight .070”
1.062 - 1.750”
1.437 - 2”

B109I 9” Internal Straight .090” 1.812 - 3.5”

Fixed Tip Industrial with Vinyl Grips

Part 
No.

Overall
Length Type

Tip
Angle

Tip
Sizes

Bore
Dia.

B106E 61⁄4” External Straight .038” .125 - 1”
B136E 6” External 90° .038” .125 - 1”
B108E 7” External Straight .070” .312 - 2”

Fixed Tip Industrial with Vinyl Grips

Part 
No.

Overall
Length Type

B114 81⁄4”
Fixed Horseshoe-shaped Tips
For all standard applications

Heavy Duty Industrial with Vinyl Grips

Part 
No.

Overall
Length Type

B115 81⁄4”
Fixed Straight Tips
For use where large rings have close 
tolerances

Heavy Duty Industrial with Vinyl Grips

83306
6 Piece Convertible Retaining Ring Plier Set
Set Contains:
B116C, B117C, B118C, B136C, B137C, B138C
Includes Plastic Case

Part No.
Overall
Length

Tip
Angle

Tip
Sizes

Shaft/Bore
Diameter

B116C 6” 18° .038” 1⁄8” - 1⁄4”
B117C 6” 18° .047” 5⁄16” - 3⁄8”
B118C 71⁄2” 18° .070” 11⁄16” - 2”
B136C 6” 90° .038” 1⁄8” - 1⁄4”
B137C 6” 90° .047” 5⁄16” - 3⁄8”
B138C 7” 90° .070” 11⁄16” - 2”

Convertible Retaining Ring Pliers

Features:
• Converts from internal to external or vice versa in seconds.

• Large cushion grips.
• Pliers are spring loaded to reduce fatigue.
• Quick adjustment knob allows user to switch from internal to external without 
  removing or tightening screws.  

• Fixed tips are precision formed and hardened for accurate fit and long wear.
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