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WARNING
Do not use pry bars as punches or chisels. Do 
not use pry bars that are chipped or cracked.
Always wear safety goggles.

Part No. Finish
Length
in.

Shank
Size, in.

Width
of Cut, in.

Weight
lbs.

C65 Nickel 15 9⁄16 11⁄16 1.0
C66 Nickel 18 5⁄8 3⁄4 1.4
C67 Nickel 24 3⁄4 7⁄8 2.6
C68 Nickel 30 7⁄8 15⁄16 4.4
C69 Nickel 36 1 13⁄16 7.0
C70 Nickel 42 1 11⁄4 9.3
C71 Nickel 48 1 11⁄4 10.8
C72 Nickel 54 1 11⁄4 12.5
C73 Nickel 60 1 11⁄4 14.0

Pinch Bars - Round Shank - 
Nickel Plate Finish

Part No. Finish
Length
in.

Shank
Size, in.

Width
of Cut, in.

Weight
lbs.

C37 Blue 16 1⁄2 5⁄8 0.8
C38 Blue 16 5⁄8 7⁄8 1.2
C38C Blue 18 5⁄8 7⁄8 1.4
C38A Blue 20 3⁄4 11⁄16 2.4
C40 Blue 24 3⁄4 7⁄8 2.8
C41 Blue 30 3⁄4 1 3.6
C42 Blue 38 3⁄4 11⁄16 4.8
C43 Blue 42 7⁄8 11⁄16 7.0
C44 Blue 48 7⁄8 11⁄16 11.2

Pinch Bars - Hexagon Shank
with Polished Point - Royal Blue Paint Finish

Part No. Finish
Length
in.

Shank
Size, in.

Width
of Cut, in.

Weight
lbs.

C43.45 Blue 42 7⁄8 11⁄8 7.2

Railroad Track Pry Bar - 45o Bent End Royal 
Blue Paint Finish

Specs: CGSB 39-GP-45a.

Wrecking Bar - Hexagon Shank Nickel 
Plated Finish

Part No. Finish
Length
in.

Shank
Size, in.

Width
of Cut, in.

Weight
lbs.

WSB60 Nickel 60 1 11⁄4 17.5
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