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Part No. Removes screw size Use drill size

EX1 1⁄8”-5⁄32” / 3-4mm 5⁄64” / 1.8mm
EX2 3⁄16”-9⁄32” / 5-7mm 7⁄64” / 2.6mm
EX3 5⁄16”-3⁄8” / 8-10mm 5⁄32” / 3.7mm
EX4 7⁄16”-9⁄16” / 11-14mm 1⁄4” / 5.5mm
EX5 9⁄16”-11⁄16” / 14-17mm 17⁄64” / 7mm
EX6 5⁄8”-7⁄8” / 16-22mm 13⁄32” / 10mm

Left-hand Spiral Tapered Flute Extractor

SE50C
5 Piece Straight Type Extractor Set
Contains: SE50-1, SE50-2, SE50-3, SE50-4, SE50-5
Includes Pouch

SE70C
7 Piece Straight Type Extractor Set
Contains: SE50-1, SE50-2, SE50-3, SE50-4, SE50-5,
SE50-6, SE50-7
Includes Pouch

Part No.
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SE50-1 1⁄43⁄16” 1⁄8””
SE50-2
SE50-3
SE50-4
SE50-5
SE50-6
SE50-7
SE50-8
SE50-9

Straight Type Extractor

7⁄16”2
3⁄83⁄16” 3⁄16””5⁄8”2
7⁄161⁄4” 15⁄64””7⁄8”2
1⁄25⁄16” 5⁄16””3”
5⁄83⁄8” 3⁄8””1⁄4”3
3⁄47⁄16” 15⁄32””7⁄8”3
7⁄81⁄2” 9⁄16””1⁄2”4

5⁄8” 21⁄32””7⁄8”4
3⁄4” 13⁄16”3⁄8”5

SE50-10 1⁄2” 1⁄16””1⁄2”5 1 11

For removing broken or seized screws
Straight, tapered flutes provide a secure and firm grip
Hardened steel edges for easy removal of damaged screws

1⁄4”1
1

Length
Overall

For removing broken stud, bolt or screw
Left Hand Spiral Design for Extra Gripping Power
Made of alloy steel and precision heat treated for maximum durability
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